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Bauen für die Energiewende – Innovative Abdichtung von 
Betonfertigteilen

Building for the energy transition – Innovative water-
proofing for precast concrete elements

BT INNOVATION

The protection of the en-

vironment and resources are 

among the biggest challenges 

of our time, with the construc-

tion industry playing a key role 

here. An efficient utilization of 

energy and heat are decisive for 

the success of the energy tran-

sition. Currently, an impressive 

construction project is being built 

in the city of Tübingen on the 

Neckar river, setting the course 

for a more sustainable future: A 

48m-long tunnel was built under 

the Neckar in order to extent the 

district heating supply system to 

the other side of the river. In this 

way, the heat from the waste wa-

ter of the city‘s near-by waste-

water treatment plant is to reach 

the other side of the Neckar and 

to supply the areas of the city 

there with district heating. 

Innovative sealing solutions 

for a complex construction 

project

The tunnel for the district heat-

ing pipeline terminates in two 

deep manhole structures which 

were built on both sides of the 

Neckar, being the core of the 

project. Röser Vertriebs GmbH 

supplied exactly fitting pre-

cast concrete elements for the 

manholes that had to be placed 

on top of each other in the ap-

prox. 8.5m-deep shafts with 

millimeter precision, being wa-

terproofed in this process. The 

precision during production was 

decisive here. Each of the man-

hole elements weighing about 

50 tons had to fit exactly on the 

structural component below so 

as to ensure perfect waterproof-

ing. The MultiElast joint tapes 

of BT innovation, being laid 

with spacers onto the precast 

elements, were used as water-

proofing system. The weight of 

the upper structural component 

provided for the compression 

needed for the waterproofing ef-

fect of the MultiElast joint tapes. 

The turnbuckles used served as 

installation aids and to secure 

the position. Thanks to the ex-

act production and logistics 

by Röser, the smooth installa-

Der Schutz von Umwelt und 
Ressourcen zählt zu den größten 

Herausforderungen unserer Zeit, 

und die Bauwirtschaft spielt dabei 

eine Schlüsselrolle. Für den Erfolg 

der Energiewende ist die effizi-

ente Nutzung von Energie und 

Wärme entscheidend. In Tübin-

gen am Neckar entsteht derzeit 

ein beeindruckendes Bauprojekt, 

das die Weichen für eine nach-

haltigere Zukunft stellt: Um die 

Fernwärmeversorgung auf die 

andere Seite des Flusses auszu-

weiten, wurde ein 48 m langer 

Tunnel unter den Neckar gebaut. 

Die Wärme aus dem Abwasser der 

nahen Kläranlage der Stadt soll so 

auf die andere Seite des Neckars 

gelangen und die Stadtteile dort 

mit Fernwärme versorgen. 

 

Innovative Abdichtungslö-
sungen für ein komplexes 
Bauprojekt
Der Tunnel für die Fernwärme-

leitung endete in zwei tiefen 

Schachtbauwerken, die beidseits 

des Neckars als Kern des Projekts 

errichtet wurden. Die Röser Ver-

triebs GmbH lieferte hierfür pass-

genaue Betonfertigteile, die Milli-

meter genau in den ca. 8,5 m tiefen 

Schächten aufeinandergesetzt und 

dabei abgedichtet werden muss-

ten. Die Präzision in der Fertigung 

war entscheidend. Jedes der etwa 

50 Tonnen schweren Schachtbau-

teile musste exakt auf die darun-

terliegenden Bauteile passen, um 

eine optimale Abdichtung zu ge-

währleisten. Zur Abdichtung wur-

den MultiElast-Fugenbänder der 

BT innovation auf die Fertigteile 

mit Abstandshaltern aufgelegt. 

Das Gewicht des oberen Bauteils 

sorgte dabei für die zur Abdich-

tung erforderliche Kompressi-

on der MultiElast-Fugenbänder. 

Die verwendeten Spannschlösser 

dienten der Montagehilfe und der 

Lagesicherung. Dank der exak-

ten Fertigung und Logistik durch 

Röser, der reibungslosen Monta-

ge durch PPR, Peter und Partner 

Rohrvortrieb und der innovativen 

Abdichtungen der BT innovation 

verlief das Projekt erfolgreich.
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Lowest manhole precast element and MultiElast waterproofing tape 

Unterstes Schacht-Fertigteil und MultiElast-Abdichtung 
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Placing of the last manhole precast element on the MultiElast waterproofing

Aufsetzen des letzten Schacht Fertigteils auf die MultiElast-Abdichtung 
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tion by PPR, Peter und Partner 

Rohrvortrieb, and the innova-

tive waterproofing systems of 

BT innovation, the project was 

very successful. 

 

Fast waterproofing of pre-

cast elements with MultiE-

last of up to 10m-deep com-

ponent joints

MultiElast is a fiber-reinforced 

waterproofing tape free of bitu-

men. This tape can be used to 

seal component joints between 

precast element connections 

up to a pressure of 1 bar (10 m 

pressurized water). Hence, the 

joint tape allows for the con-

struction of manhole elements 

down to 10 m deep into the 

groundwater. Applying of the 

sealing tape between the pre-

cast elements is possible up to 

a temperature of -5 °C. In case 

of construction planning with 

the BT Spannschloss as connec-

tion system, MultiElast, similar 

to the RubberElast, can be com-

bined and processed together 

with turnbuckles. Even if the 

Neckar had high water dur-

ing the construction works, the 

manhole remained protected 

from buoyancy and waterproof. 

 

Secured twice: ProElast sys-

tem for external protection 

A second protection and exter-

nal waterproofing of component 

joints on the manhole were to 

be achieved from outside with 

the aid of the ProElast system. 

Schnelle Fertigteilabdichtung 
mit MultiElast von bis zu      
10 m tiefen Bauteilfugen 
MultiElast ist ein bitumenfreies, 

faserverstärktes Abdichtungs-

band. Mit diesem Band können 

Bauteilfugen zwischen Fertigteil-

stößen bis zu einem Druck von 

1 bar (10 m drückendes Wasser) 

abgedichtet werden. Der Bau 

von Schachtelementen kann so 

mit dem Fugenband bis zu 10 m 

tief ins Grundwasser erfolgen. 

Die Verarbeitung der Abdichtung 

zwischen den Fertigteilen ist bis 

zu einer Temperatur von -5° C 

möglich. Bei der Bauplanung mit 

dem BT Spannschloss als Verbin-

dungstechnik kann das MultiElast 

ähnlich wie das RubberElast mit 

Spannschlössern kombiniert und 

verarbeitet werden. Selbst als der 

Neckar während der Bauarbei-

ten Hochwasser führte, blieb der 

Schacht auftriebssicher und dicht.

 

Doppelte Sicherheit: ProElast-
System für äußeren Schutz 
Eine zweite Sicherung und außen-

liegende Abdichtung der Bauteilfu-

gen am Schacht sollte von außen 

mit dem ProElast-System erfolgen. 

Zunächst wurde außerhalb des 

Schachtes schrittweise mit Kalk-

stein Splitt angeschüttet, um die 

Fugen im Schacht von außen zu-

gänglich zu machen. So konnte das 

ProElast-System aus ProElast-Folie 

und InnoElast Typ 2 auf den zwei 

Bauteilfugen außen am Fertigteil 

Schacht installiert werden. Neben 

Schmutz an der Schachtwand wur-
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Backfilling the soil at the installed manhole 

Anschütten des Bodens am montierten Schacht 
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de die Enge an Teilen des Schachtes 

zur Spundwand eine größere He-

rausforderung. Aber auch an der 

Engstelle gelang die Installation der 

ProElast-Folie mit dem kraftvollen 

InnoElast Typ 2 als Folienkleber 

und einem Brett als verlängertem 

Arm. Vor die so montierte ProElast-

Folie wurde eine Noppenbahn be-

festigt, bevor das Anschütten des 

Arbeitsraumes mit Kalksteinsplitt 

fortgesetzt wurde.

 
Das wasserdichte ProElast-
System zur konsequenten Fu-
genabdeckung 
Das hochwertige und geprüfte Pro-

Elast-System ist einfach zu verar-

beiten und besteht aus zwei Teilen: 

Der widerstandsfähigen ProElast-

EPDM Folie und dem InnoElast-

Folienklebstoff mit seiner hohen 

Haftkraft zu gängigen Baumateri-

alien. Mit dieser streifenförmigen 

Abdichtung lassen sich Arbeits- 

und Sollrissfugen in Außenberei-

chen zuverlässig abdichten. 

Das ProElast-System ist druck-

wasserdicht bis zu 2 bar (20 m 

Wasser) und lässt sich ohne Vo-

ranstrich auf feuchten und ab 

-3 ºC auf eisfreien Untergründen 

At first, the shaft was gradu-

ally backfilled with limestone 

chippings externally in order 

to make the joints in the man-

hole accessible from outside. 

In this way, the ProElast sys-

tem consisting of ProElast film 

and InnoElast type 2 could be 

installed on the two joints of 

the component at the exterior 

of the precast manhole. Apart 

from the dirt at the manhole 

wall, the narrowness at parts 

of the manhole to the sheet pile 

wall was more challenging. But 

even at the constriction the in-

stallation of the ProElast film 

could be managed by means of 

the powerful InnoElast type 2 

film adhesive and a board as an 

extended arm. A dimpled sheet 

was attached against the ProE-

last film installed in this way, 

before backfilling the construc-

tion space with limestone chip-

pings had been continued.  

The water-tight ProElast 

system for consequent joint 

covering 

The high-grade and tested ProE-

last system is easy to apply and 

consists of two parts: The re-
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The water-tight ProElast system for consequent joint covering 

Das wasserdichte ProElast-System zur konsequenten Fugenabdeckung 
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Nachhaltigkeit  
neu denken Rethinking  

sustainability

March 11 – 13, 2025

SAVE
europe’s biggest concrete congress

Congress Centrum ulm | Germany
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For faster construction

Since 1991 

Consulting 
for innovative solutions

  
 
    

 

 
  

B.T. innovation GmbH

Apri l  7 TH -  13 TH,  2025 

Visit Us!  B1.325

Technical advice for 

precast plants 
    

Innovative consulting 

services for turnkey

solutions

Realisation of economical 

production plants

CONTACT

B.T. innovation GmbH

Sudenburger Wuhne 60

39116 Magdeburg/Germany

+49 391 73520

info@bt-innovation.de

www.bt-innovation.de

 

Röser III GmbH

Industriestraße 6

78256 Steißlingen/Germany

+49 7738 938710

info@roeser3-gmbh.de

https://roeser-gmbh.de/de/

PPR, Peter + Partner 

Rohrvortrieb Spezialtiefbau GmbH

Hundsschleestraße 24

72766 Reutlingen/Germany

+49 71 21 2 33 42

info@ppr-rohrvortrieb.de

https://ppr-rohrvortrieb.de/

sistant ProElast EPDM film and the InnoE-

last adhesive with its high adhesive force 

to common construction materials. These 

strip-shaped waterproofing system allows 

reliable sealing of construction joints as well 

as predetermined crack joints in exterior 

applications.

The ProElast system is resistant to pres-

surized water and can be applied on damp 

and ice-free substrates from - 3°C with-

out any primer. Typical applications of the 

ProElast sealing system are in the field of 

new construction and renovation works of 

basements, shafts, underground parking ga-

rages, sewerage systems, civil engineering, 

but also of balconies and roofs. 

With waterproofing systems of high 

quality and a long service life, BT innova-

tions ensures that building structures and 

the environment are protected in the long 

run, but also investments will be secured 

for a long time. In order to meet the in-

creasing requirements of the customers, 

B.T. innovation GmbH based in Magdeburg 

is constantly further developing their own 

waterproofing systems. 

The companies involved – Röser GmbH, 

PPR Peter + Partner Rohrvortrieb Spezial-

tiefbau GmbH and B.T. innovation GmbH 

– are proud to have made an important con-

tribution to efficient utilization of thermal 

energy in Tübingen with their innovative 

solutions. 

 

The used waterproofing systems of BT 

at a glance

MultiElast: Joint tape tested by building au-

thorities for precast concrete elements and 

in-situ concrete, allowing waterproofing 

of structural components down to a water 

depth of 10 m. 

ProElast system: Sealing system tested by 

building authorities for waterproof concrete, 

it consists of film and InnoElast adhesive 

and can be used for subsequent waterproof-

ing of water pressure up to 20 m. 

With these advanced products, BT in-

novation sets benchmarks in the field of 

structural sealing and plays an active part 

in shaping a sustainable future. 

verwenden. Typische Einsatzbereiche des Pro-

Elast-Abdichtungssystems sind der Neubau 

und die Sanierung von Kellern, Schächten, 

Tiefgaragen, Kanalisation, Tiefbau, aber auch 

von Balkonen und Dächern. 

Mit hochwertigen Abdichtungsprodukten 

von hoher Lebensdauer stellt die BT innovation 

sicher, dass Bauwerke und Umwelt langfristig 

geschützt sind, aber auch Investitionen lang-

fristig gesichert werden. Um den steigenden 

Anforderungen unserer Kunden gerecht zu 

werden, entwickelt die B.T. innovation GmbH 

aus Magdeburg ihre eigene Abdichtungstech-

nik ständig weiter.

Die beteiligten Unternehmen – Röser 

GmbH, PPR, Peter + Partner Rohrvortrieb 

Spezialtiefbau GmbH und B.T. innovation 

GmbH – sind stolz darauf, mit ihren innova-

tiven Lösungen einen wichtigen Beitrag zur 

effizienten Nutzung von Wärmeenergie in 

Tübingen geleistet zu haben.

 

Die verwendeten Abdichtungssysteme 
von BT im Überblick
MultiElast: Bauaufsichtlich geprüftes Fugen-

band für Betonfertigteile und Ortbeton, mit dem 

Bauteil bis zu einer Wassertiefe von 10 m abge-

dichtet werden können.

ProElast-System: Bauaufsichtlich geprüftes 

Abdichtungssystem für WU-Beton, bestehend 

aus Folie und InnoElast-Folienklebstoff, das 

nachträglich gegen bis zu 20 m Wasserdruck 

eingesetzt werden kann.

Mit diesen fortschrittlichen Produkten setzt 

BT innovation Maßstäbe in der Bauabdich-

tung und gestaltet eine nachhaltige Zukunft 

aktiv mit.


