
21 43 65 87

21 43 65 87

B

A

C

D

E

F

B

A

C

D

E

F

paper sizescaleIndex

1:5 DIN A3A

drawing number

BTSpS-tZ-all-121620-DE-015

drawing title

BT-Spannschloss® (turnbuckle)

detail diagonal corner joint

checked by

Papke

25.06.2018

B.T. innovation GmbH

Sudenburger Wuhne 60

D - 39116 Magdeburg

Tel.: +49 391 7352-0

E-Mail: info@bt-innovation.de

INDEX REVISION NAME DATE

drawn by

Piatkowsky

25.06.2018

Th
e 

re
pr

od
uc

tio
n,

 d
ist

rib
ut

io
n 

an
d 

ut
ili

za
tio

n 
of

 th
is 

do
cu

m
en

t a
s w

el
l a

s t
he

 c
om

m
un

ic
at

io
n 

of
 it

s
co

nt
en

ts
 to

 o
th

er
s w

ith
ou

t e
xp

re
ss

 a
ut

ho
riz

at
io

n 
is 

pr
oh

ib
ite

d.
 O

ffe
nd

er
s w

ill
 b

e 
he

ld
 li

ab
le

 fo
r t

he
pa

ym
en

t o
f d

am
ag

es
. A

ll 
rig

ht
s r

es
er

ve
d 

in
 th

e 
ev

en
t o

f t
he

 g
ra

nt
 o

f a
 p

at
en

t, 
ut

ili
ty

 m
od

el
 o

r d
es

ig
n.

All dimensions in mm (in)!

example: implementation of a diagonal corner joint

with:

constant wall thickness

angle: 45°

BT-Spannschloss® (turnbuckle) M16

fixing anchor: T-FIXX® M16 x 60 mm
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view
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M12
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min
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60 (2.36)

70 (2.76)
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120 (4.72)

140 (5.51)

notes

1. The here shown waved anchors are for visualization only. Other approved fixing systems can also be used. Bent

reinforcement connection systems or fixing anchors with a low embedment depth are recommended for diagonal

corner joints.

2. The mentioned  centre distances and edge distances (section B-B) are only recommendations! Adhering to these

specifications minimises the risk of unintended concrete spalling during the assembly of the precast concrete

parts. These values can be deviated from for smaller component dimensions.

3. The minimum required centre distances and edge distances of the used fixing anchors are decisive. The

specifications are to be taken from the respective general building approval of the manufacturer and must be

adhered to!
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examples of a diagonal corner joint
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